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Dimensions [mm]

drylin® SET | easytube | Product range

Part no. measurement scale
without lead screw

Part no. measurement scale
with trapezoidal lead screw 10x2

Stroke length

[mm]

200
400
600

With measurement scale

	● Lasered, wash-proof scale
	● Corrosion-resistant
	● Multi-position clamp
	● Available with/without lead screw
	● 3 stroke lengths available from stock

More dimensions see SET  Page 1408

drylin® SET | easytube | Product range

92) Lead screw end unmachined
More dimensions upon request
128) The supporting torque at the clamping flange must not exceed 10Nm

Technical data

Dimensions [mm]

Pre-loaded on one side

	● Horizontal and vertical installation at one end
	● Ideal for the positioning of sensors and cameras in 
format adjustments 

	● Easy assembly
	● Flexible installation
	● Space-saving
	● Protected lead screw

Part No. A1 Al h E1 E2 E3 V L1 l2 d292) d3 l s1 s2 SW

60 55 39 40 40 42 16 45 17 Tr10x2 42 130 5.2 6.6 5

Part No. Max. stroke length Max. static load capacity

axial radial128)

[mm] [N] [N]
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Technical data
F radial [N] 300
Max. extension at maximum load [mm] 66
Max. extension at 100N nominal load [mm] 200
Max. drive force without load [N] 10
Max. holding force [N] 100
Max. stroke length [mm] 600
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Options:
Manual
without lead screw (optional)


